
IGNITION-RESISTANT CONSTRUCTION                                                       U.W.I.C.

NOTE:
PLEASE REFER TO 
SECTION 505 OF 
THE 2003 INTER-
NATIONAL URBAN-
WILDLAND INTER-
FACE CODE FOR 
COMPLETE CODE 
REQUIREMENTS

CLASS B ROOF COVERING OR ASSEMBLY -
FIRESTOP ANY SPACE BETWEEN ROOF COVERING 
AND ROOF DECKING

FASCIA:  SOLID MATERIALS, MINIMUM 3/4" THICKNESS
NO EXPOSED RAFTER TAILS UNLESS HEAVY TIMBER.

NONCOMBUSTIBLE GUTTERS AND DOWNSPOUTS

RAFTER

FLOOR
JOIST

FOOTING

VENTILATION MAY BE LOCATED IN THE FASCIA
BEHIND THE N.C. GUTTER WITH N.C. STRIP VENTS

ATTIC VENTILATION OPENINGS SHALL NOT EXCEED
144 SQUARE INCHES EACH AND SHALL BE COVERED
WITH NONCOMBUSTIBLE CORROSION-RESISTANT
MESH WITH OPENINGS NOT TO EXCEED 1/4 INCH.
STRIP VENTS ARE PERMITTED (ANY LENGTH)

SOFFIT (NO VENTS):  3/4" SOLID, TIGHT FITTING MATERIAL,
TONGUE AND GROOVE OR 3/4" BATTENS ON EACH JOINT

EXTERIOR WINDOWS, GLAZED DOORS, WINDOWS WITHIN 
DOORS, AND SKYLIGHTS SHALL BE DUAL PANE, TEMPERED, 
GLASS BLOCK, OR 20 MINUTE FIRE PROTECTION

EXTERIOR WALLS: 1-HOUR FIRE RESISTIVE CONSTRUCTION
ON EXTERIOR SIDE ONLY, E.G. 5/8" TYPE X GYPSUM (EXTERIOR 
GRADE) BENEATH WEATHERPROOF CLADDING AS DESIRED.  
STRUCTURAL PLYWOOD TO BE FASTENED DIRECTLY TO 
STUDS - FOR STUCCO SPECIFY 7/8" CEMENT PLASTER 
SYSTEM, OR HEAVY TIMBER CONSTRUCTION PER CBC 605, 
OR LOG WALL CONSTRUCTION (8" MIN. THICK) MAY BE
SUBSTITUTED FOR ONE HOUR EXTERIOR WALLS, OR 
STD. WALLS MAY BE CLAD WITH APPROVED NONCOM-
BUSTIBLE MATERIALS SUCH AS ANSI RATED, FIBER-CEMENT 
SIDING BOARDS.

TYPICAL VENT
HOLES IN BLOCKING

ATTACHED STRUCTURES LOCATED OVER A DESCENDING
SLOPE GREATER THAN 10% REQUIRE ENCLOSURE TO

WITHIN 6 INCHES OF THE GROUND WITH EXTERIOR WALL
CONSTRUCTION PER UWIC SECTION 505.5 

>1
10 6"

IF THE ATTACHED DECK OR STRUCTURE IS ENCLOSED,
THE UNDERSIDE OF THE DECK IS NOT REQUIRED TO

HAVE ONE HOUR MATERIALS APPLIED

UNENCLOSED ACCESSORY STRUCTURES
ATTACHED TO BUILDINGS, AND PROJECTIONS
 SUCH AS DECKS SHALL BE A MINUMUM OF

1-HOUR FIRE-RESISTANCE-RATED CONSTRUC-
TION, OR HEAVY TIMBER CONSTRUCTION, OR
CONSTRUCTED OF APPROVED NONCOMBUST-

IBLE MATERIALS.  DECK SURFACES MAY BE
COVERED WITH GROUT AND STONE (OR TILE)

WHICH MAY BE USED AS 1-HOUR MATERIALS.      

EXTERIOR DOORS:  1-3/4" SOLID CORE WOOD OR 
NONCOMBUSTIBLE, OR 20 MIN. FIRE PROTECTED.  

UNDERFLOOR 
VENTILATION:
LOCATE
OPENINGS AS
CLOSE TO THE
GROUND AS
POSSIBLE
MAX. 144 
sq. in. per
OPENING

UNDERFLOOR
AREAS: 
ENCLOSE TO 
THE GROUND
WITH EXTERIOR
WALLS PER 504.5
(EXCLUSIVE OF
UNDERFLOOR
VENTILATION)
UNLESS ALL STRUC-
TURAL MEMBERS
AND SURFACES
ARE 1-HOUR 
CONSTRUCTION

TRIM AND SIMILAR MAY BE OF 
MINIMUM 3/4" STANDARD SOLID 
MATERIALS LOCATED ON THE
SURFACE OF ONE-HOUR ASSEMBLY

THIS DRAWING IS FOR INFORMATION PURPOSES ONLY AND NOT TO BE USED FOR WORKING DRAWINGS OR DOCUMENTS

EXCEPTION:  VEHICLE ACCESS DOORS

GUARDRAILS / HANDRAILS:  STANDARD (COMBUSTIBLE)
MATERIALS, SUCH AS 2X2 WOOD PICKETS AND 2X4
CONSTRUCTION, ARE PERMITTED.  

MAX.

DECK DECK
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